
Industrial 
OutdoorPUR CAT.6A S/FTP Patch Cable

Key Features

² PUR (Polyurethane Reactive ) jacket ideally for
industrial outdoor.

² Ideally used for industrial or outdoor environment，
designed to withstand sunlight, dirt, and moisture.

² UV resistant; waterproof; mineral oil and petrol
resistant, Acid-Alkaline resistant.

² Exclusive ultra flexible
² 26AWG stranded copper cable

² Fluke DSX-8000 Channel Compliant.
² Length: 0.3m-50m; 0.5ft-150ft
² Color:

Application:
Lanview PUR patch cable is designed 
for industrial or outdoor environments. 
PUR cables are ideally applied for harsh 
areas with great benefits of UV and oil 
resistant. Lanview PUR cables meet Class 
EA/500MHz up to 10G Ethernet, 
suitable for Voice,Data,Video applications

PUR Sheath, Big Benefit

Characteristics of PUR

44g
one piece 

12g
one piece 

UV resistant(+85℃) Cold resistant(-40℃)

Mineral Oil resistant Acid-Alkaline resistant

High strength tensile test

Tensile strength is ≥20MPa

1 Hazardous substances-Free: Directive 2015/863/EU
Oil resistance: EN 60811-2-1
Microbe Resistance: DIN VDE 0282
Chemical & Hydrolysis resistance: DIN53504
Paint wetting impairment substances resistant
Thermal range:-40℃ to +85℃
Great Flexibility
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Harsh environment; Great Flexibility

Industrial-
Ethernet

PUR jacket 


